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PROCLICK PANELS

Fixing Timber Battens
If walls are not plumb or fl at, 
ProClick panels must be fi xed 
to a timber batten frame using 
Showerwall adhesive or screws 
at 600mm centres.
Use uniform 25mm x 50mm 
timber battens, fi xed vertically 
at 585mm centres for 585mm 
panels. Ensure all vertical joints 
are supported by battens, 
spaced to match the panel 
width.
All battens must be plumb, 
parallel, and level, using 
spacers as needed. Include 
additional battens to support 
heavy items (e.g. basins, wall-
hung toilets, furniture), and 
in corners to support corner 
profi les.

 585mm

 585mm

 585mmMAXIMUM

2400mm

1800mm

1200mm

600mm

Flat Head Countersunk Screw 
18mm (¾”) x No. 6

RECOMMENDED FIXINGS

Take care to avoid
the face edge being
damaged while
drilling pilot holes
and inserting screws

!
Take care to avoid 
the face edge being 
damaged while 
drilling pilot holes and 
inserting screws

Panel Base & Floor Detail
Use 3mm spacers to leave a 3mm gap at the bottom panel edge which will be fi lled with sealant.

NOTE: If  your bottom support is 
not level it will aff ect the vertical 
panel joints and top panel edge 
of  the installed panels. Pattern 
matches are not guaranteed.

PANEL
REVERSE

TONGUE

TONGUE

Two
Remove the ProClick tongue from the fi rst panel to leave a clean, 
square edge.

Installation Steps
Please note: Internal corner trims are optional for Hydrocore panels only. Where internal corner trims 
are not used (Hydrocore only) joints must still be fully sealed using Showerwall silicone sealer. 

One
Apply continuous beads of Showerwall panel adhesive along the 
entire length of the back of the internal corner trim. Position the 
trim and use a spirit level to ensure it is plumb.
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PROCLICK PANELS

Three
Apply sealant into the left hand channel recess of the internal 
corner trim in suffi  cient quantities to ensure the sealant fully 
envelopes the edges of the panel when inserted.

Four
Apply 6mm wavy vertical adhesive beads, spaced 150mm apart. 
Add more as needed until the full recommended amount is used.

Five
Attach suction grips to the front of the fi rst panel for easier 
handling. Lift and position the bottom edge onto 3mm spacers, 
then slide the square-cut edge into the installed corner trim. 
Ensure the panel is fully inserted and the sealant completely 
surrounds the edge.

NOTE: Apply even pressure across the panel face to ensure sound contact of  the adhesive to the reverse of  
the panels. Repeat for each panel.

Six
Repeat the adhesive application for the next wall section (Step 4). 
Using an uncut nozzle, apply a small, continuous bead of sealant 
along the full length of the ProClick tongue shoulder. PANEL

FACE
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PROCLICK PANELS

Seven
Angle the panel to locate its bottom edge onto the 3mm spacers. 
Slot the tongue into the groove of the previous panel, ensuring full 
engagement, flush top edges, and an even squeeze-out of sealant 
to lock the joint. Rotate the panel flat against the wall. 

Eight
Immediately clean any sealant overspill from the joint and panel surface after assembly.

Nine
Repeat steps 6–7 for each panel, checking that all edges are 
plumb and level with a spirit level after installation.

Ten
Measure and cut the final panel to width, removing the groove 
side if needed. Ensure the width accounts for the internal corner 
trim, as outlined in Section 1.

PANEL
REVERSE

Eleven
Generously apply sealant into the left recess of the internal corner 
trim, ensuring it fully covers the panel edge. Firmly fit the trim onto 
the square-cut edge.

Twelve
Repeat steps 4, 6, and 7. Fit the ProClick edge into the groove of 
the previous panel, then firmly press the panel and corner trim 
onto the adhesive.
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PROCLICK PANELS

Thirteen
Apply continuous beads of panel adhesive along the entire length 
of the back of the internal corner trim. A B

Fourteen
Repeat the steps used for walls 1 and 2 to complete wall 3 and the 
second section of wall 4 up to doorway point B, leaving enough 
space for the fi nal panel above the door.

A B

Fifteen
Measure and cut the fi nal panel to fi t above the door, trimming it 
to height and removing the right-hand groove for width. Ensure a 
clean, straight cut. Dry fi t to check accuracy, then remove it ready 
for fi xing with suction grips.

A B

Sixteen
Apply adhesive to the wall. Apply sealant to the left-hand ProClick 
profi le, as in step 6. Add a bead of sealant into the groove of the 
previously installed right-hand panel, ensuring it slightly overfl ows 
the edge. Fit the ProClick profi le into the left-hand panel (A) 
ensuring a fl ush joint on the right (B).

Seventeen
Immediately clean any sealant overspill from the joint and panel face. Seal the top and bottom of the 
installation as outlined in Section 3. Allow adhesive and sealant to cure for 24 hours. After installing 
your shower cubicle, clean the panels with non-abrasive cleaner.
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PROCLICK PANELS

Fix all trims with adhesive and fi ll trim recesses 
with sealant before installing the panels.

Joining Trims
Fix the joining trim with adhesive as described 
for all trims. Fill all trim recesses with sealant 
before panel installation, ensuring the panel 
edge is fully sealed when inserted.

External Corners
For 90º wall returns or pipe boxing, use internal 
and external corner trims. The external trim and 
cut panels may need to be assembled as one 
unit and fi tted into the internal corner trims to 
complete the installation.
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45º
Window Reveals
Use external trim for each external corner point 
around your window reveal.
Ensure all trims are fi xed with adhesive and 
all trim recess are fi lled with sealant prior to 
installing the panel sections.
Measure and cut the fi nal panel sections ready 
for installation. Dry fi t each section to ensure 
correct angles, sizes and a neat fi t.
Measure and compound mitre cut each section 
of external corner trim as required. Ensure the 
trim is placed in the mitre box correctly so that 
the correct compound angle is achieved.
Once the trims have been correctly mitre cut 
to length and checked for accurate fi tting, fi x 
the trims in place using adhesive in the same 
manner previously detailed.

45º

Install the top and bottom horizontal panels fi rst by angling them 
into the trim recess, then pressing fi rmly onto the adhesive.

45º

Install the two vertical side panels using the same method.
Finish by applying sealant as needed.

45º

Finish by applying sealant to the top and bottom joints and rear 
edges where the panels meet the window frame.

45º 
TOP VIEW

END VIEW

MITRE BOX

MITRE BOX

PARALLEL

45º 

Next, apply adhesive to the window reveal wall sections in the same manner as detailed in step 4 of 
section 3.
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Maintenance
Exposed bottom edge sealants may need 
periodic replacement due to normal wear 
and shower use. Regular maintenance is 
essential to prevent water ingress and panel 
damage, which would void the guarantee.

Guarantee
Burlington panels are guaranteed against 
manufacturing defects for:
• 30 years in domestic installations

(if registered within 28 days of installation)

• 15 years in domestic installations
(if not registered within 28 days)

• 5 years in commercial installations

The guarantee is only valid if installation follows 
the offi  cial instructions. It does not apply to 
bespoke or non-standard installations.
The full guarantee document is available on the 
website or upon request.

CARE, MAINTENANCE & GUARANTEE DETAILS

Care
Our non-porous surface resists bacteria and is 
easy to clean.
Use a non-abrasive, pH-neutral cleaner
• Rinse panels after each shower

• Clean regularly

• Avoid leaving chemicals like hair dye or
bleach on the surface, as they may discolour 
the sealant

Please ensure the property owner retains this 
section for future reference.

INSTALLER DETAILS

INSTALLATION DATE PANEL BATCH NO.
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