DECLARATION OF PERFORMANCE

NO. DOP-CW-FC-01062016-B

Product-type:
WC and urinal flushing cistern

Intended use:
WC and urinal flushing cistern for personal hygiene

Name address and contact information of the manufacturer:
Crosswater Limited
Lake View House, Rennie Drive, Dartford, DA1 5FU.

System of assessment:
System 4

Declared performance:
Essential characteristics Performance Harmonised specification

Watertightness/Leaktightness | Pass

Outlet valve reliability

CATEGORY I
i EN 14055:2018
Noise level GROUP I
Flushing volume Pass
Durability Pass

We hereby state our sole responsibility as manufacturer, that the WC and urinal flushing cistern
products listed herein conform with the declared performance.
Signed for and on behalf of the manufacturer by:

RejaN SadAIDGE
GQReuf GA DikecToR ( Name and function)

R}\)\&eﬂ% (Signature) QF MARLY 2070 ( Date)




Unigue identification codes/descriptions for products according to:
DECLARATION OF PERFORMANCE DOP-CW-FC-01062016-B

Table A:
Burlington Series:
CODE DESCRIPTION OUTLET VALVE RELIABILITY NOISE LEVEL
Close Coupled / Low level cistern 44 cm Ceramic Lever (incl. bottom entry cistern
Cc3 CATEGORY II GROUP I
fittings)
Close Coupled / Low level cistern 51cm Ceramic Lever (incl. bottom entry cistern
C1 CATEGORY II GROUP I
fittings)
Close Coupled / Low level cistern 51 cm Front Button (incl. bottom entry cistern
c2 CATEGORY 1I GROUP I
fittings)
Close Coupled / Low level cistern 44 cm Front Button (incl. bottom entry cistern
c4 CATEGORY 1I GROUP I
fittings)
ARC5 Arcade close coupled cistern (incl. lever flush cistern fittings) CATEGORY 1I GROUP I
T71 CHR Chrome Aluminium Low Level & Medium Level Cistern including lever cistern fittings CATEGORY 1I GROUP I
C5 High level cistern (incl. cistern fittings ) CATEGORY 1I GROUP II
T70 CHR Chrome Aluminium High Level Cistern including cistern fittings CATEGORY 1I GROUP II
T58 ALU Brushed aluminium high level cistern including cistern fittings CATEGORY 1I GROUP II
T59 WHI White aluminium high level cistern including cistern fittings CATEGORY 1I GROUP II
T60 BLA Black aluminium high level cistern including cistern fittings CATEGORY 1I GROUP I
Single flush high level cistern tank with chain & ceramic handle (including cistern
C28S CATEGORY I GROUP I
fittings)
Extended depth close coupled / low level cistern 52cm wide & ceramic lever (incl back
C30 CATEGORY I GROUP I
entry cistern fittings)
F6CC Front / Top Access Concealed Cistern With Lever Flush CATEGORY II GROUP 1I
Table B:
Britton Series:
CODE DESCRIPTION OUTLET VALVE RELIABILITY NOISE LEVEL
15.B.27349 | Stadium Cistern With Lid including dual flush cistern fittings CATEGORY II GROUP II
15.B.27353 | Sphere Cistern With Lid including dual flush cistern fittings CATEGORY II GROUP II
MAR.0006 Milan Cistern With Lid (including dual flush cistern fittings with back entry cut) CATEGORY Il GROUP I
CC.1036 Cistern With Lid CATEGORY II GROUP Il
CM.0007 Compact cistern with lid including dual flush cistern fittings CATEGORY Il GROUP Il
SHR.045 Shoreditch Round Close Coupled Cistern CATEGORY II GROUP 1[I
SHR.049 Shoreditch Square Close Coupled Cistern CATEGORY II GROUP II
TRIM.002 TRIM CISTERN INCLUDING UNIVERSAL CISTERN FITTINGS CATEGORY II GROUP II
CUR2.002 CURVE 2 close coupled cistern CATEGORY II GROUP II
W31A G21029 CISTERN TANK, TOP/FRONT ACCESS WITH DUAL FLUSH BUTTON CATEGORY II GROUP Il
G21029 CISTERN TANK, TOP/FRONT ACCESS WITH RECTANGULAR DUAL
W32A CATEGORY I GROUP II
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